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	Use on all projects with reinforced concrete retaining walls


Section 258. – REINFORCED CONCRETE RETAINING WALLS
Materials
258.02 Add the following:
Geocomposite sheet drain						714.02(b)
Construction Requirements
258.03 General. Delete the first sentence and replace it with the following:
Survey according to Section 152 and verify the limits of wall installation.
Delete the second paragraph and replace it with the following:
Excavate and backfill according to Section 208.
258.06 Backfilling. Delete the first paragraph and substitute the following:
Install geocomposite sheet drain system according to Subsection 605.05. Backfill the area behind the wall with structural backfill according to Subsection 208.09. Compact each lift according to Subsection 208.10, except use an approved lightweight mechanical or vibratory compactor within 36 inches of the wall.
Measurement 
258.08 Delete the second paragraph and substitute the following:
For concrete retaining wall, determine the square foot area from the length of wall along gutterline at top of finished roadway and the height excluding footings.
Delete the third paragraph and substitute the following:
Do not measure the following for payment:  structure excavation (walls), backfill material, wall backfill, foundation fill, structural backfill, structural concrete, reinforcing steel, epoxy coated reinforcing steel, joint material, geocomposite sheet drain, perforated pipe, outlet pipe, and shoring and bracing.
Payment
258.09 Add the following:
Payment for reinforced concrete retaining wall will be made under the reinforced concrete retaining wall item contained in the bid schedule which corresponds to the actual constructed height.  For constructed wall heights that fall between two bid item heights, payment will be made under the pay item which most nearly describes the actual height.  (For example, walls measuring 6.99 feet in height will be paid as a 6 foot wall, and walls measuring 7.00 feet in height will be paid as an 8 foot wall.)
