
6.4 mm short link 
coil chain welded 
or bolted to gate 
post and approx. 
125 mm from end 
of locking bar 

3.0 m, 3.6 m, 4.2 m, 4.8 m, 5.4 m gate opening 

wire 

I 

Locking bar 900 to 1200 
mm, tubular steel post, 
41.28 mm OD 

_L_ 

4.88 mm j 
wire loop 

O mm 
(typ.) 

75 mm 
normal 

300 mm 
(typ.) 

3.61 mm wire stays equally 
spaced 1800 mm (max.) 

Cl 
LC) 
r<') 

~2.5/mm Cl 
~ Ground line (typ.) barbed wire 

End bar 1300 mm 
length metal or wood 
line post material 

250 mm 
(typ.) 

4.88 mm 
wire loop 

End bar 1350 mm length 
steel line post material TYPE I TYPE l-5W TYPE 2 

Gate post 

GATE 

Single gate opening 6 m maximum 

Weld hinges 
to post 

225 

200 

200 

175 

' 100 mm 
(typ.) 

Brace 

Galvanized tubular 
frame (See table) 

600 mm chain 

latch lock and 

two keys 

500 mm square or 550 mm 
round concrete - typical 

Holdfast lug 

Unit A end panel 

post 

I 

I 

post 

Cl 
Cl 
a::, 

Woven wire design 
no. 832-6-12½ 
AASHTO M 279 

Brace post 

Cl 
LC) 

~ HINGE 

L76x76x6.4 x 150 mm 
support angle --~ 
at bottom of 
gate frame 

15 .I 

STATE PROJECT 

NOTE: 
I. Dimensions not labeled are in millimeters. 

2. Approved alternate gates may be used. 

r. 
I I I 

: 1 :/jate 
: i : post 

__,l......,,____,., : Closed : 

. r------ ----r .. : c,n,ce~ 

Stop 
post 

;§ : , : footing 
I 'I 
I I 
I I 
I I 
I I 

0 t - : 

SHEET 
NUMBER 

mm square I I 

Cl 
LC) 

~ 

or 550 mm round 

STOP POST GATE PLACEMENT 

GATE COMPONENTS GATE POSTS 
GATE OPENING TUBULAR FRAME BRACES 

WOOD GALVANIZED STEEL 
IN METERS ROUND SQUARE TUBULAR 

SINGLE DOUBLE DIAMETER kg/m 
NUMBER DIAMETER DIA. OF SMALL END SIZE DIAMETER kglm 

GATE GATE nominal (min.) nominal min.-max. min.-avg. nominal nominal (min.) 

UP thru 1.8 UP thru 3.1 25.40 2.50 none --- 125-175 150 !50x/50 6.40 8.62 
2.1 thru 3.4 4.0 thru 6.7 31.75 3.38 I 25.40 125-175 150 l50x/50 88.90 13.56 
3./ thru 4.9 7.0 thru 9.8 38.10 4.05 2 31.75 175-225 200 200x200 152.40 28.23 

SINGLE METAL FRAME GATE WOOD GATE BRACE 5.2 thru 6.0 10.0 thru 12.0 50.80 5.43 2 31.75 225-275 250 250x250 152.40 28.23 

Gate post\ 
~ 

Cl 
LC) 

~ 

Galvanized 
frame (See 

1/ t 225 

t200 

t200 

tubular 
table7 or 

Double gate opening 12 m maximum 

1200 1200 r. 1200 1200 
manufacturer's I specifications 

I or manufacturer's I specifications 

' ! '/ 

600 mm chain---...._ : 

latch lock and 
I,. 

I • 

tt75 ~Broce two keys 

i Cl 
LC) 
C\J 
C\J 

E: 
E: 
Cl 
Cl 
0) 

75 mmT 
(min.) 

. .. . . . ,· . .. •. : ·,. . . ► --~ .. • 
• :"' .. ,·. ,·. .. .. . . .. 
• ~·· .. 

·• . •. _;., 
:~ _:_: • .. :_" 

i.........:.:., 

tt75 • I 

t /00 mm 
(typ.) 

~500 mm square or 
550 mm round 
concrete (typical) 

- Holdfast lug 

DOUBLE METAL FRAME GATE 

Hinges 
welded 
to post 

' 
Hinge-

Hinge--

. . 
. . .. 
.. . . 
. . .. 

#" t'-, 
Holdfost lug --- .· ~ .•. 

~ 

Gate post 

22so 

00 
"0· 1/,? 

•./ 

'~ 
. . 
....... . . ·• ·• . .. 

450 mm sq M 
or 550 mm 
round (min.) ---!J 

METAL GATE BRACE 

.... 
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