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PROJECT DESCRIPTION

SOILS

GENERAL NOTES AND GUIDELINES

     

  

  

(describe project LOCATION, LIMITS and WORK)

(describe project soil disturbing activities)

XX.X
(Provide receiving water(s) )

(Describe the pavement surface, provide runoff coefficient prior to and after construction)

(Include Soil Map or description of soils)

EROSION & SEDIMENT CONTROL CONSTRUCTION SEQUENCE

(Provide total disturbed area (sqft), volume of excavation (cuyd) and volume of fill (cuyd)

(Provide site specific construction sequence)

approval from the CO.

and all upslope areas are stabilized and vegetation is established, remove all perimeter controls after obtaining

Once finished grading is achieved and all construction operations in each work area have been completed

inlet protection, and tree protection at the locations specified in the plans or as directed by the CO.

Prior to any clearing, grubbing, and excavation, install perimeter controls, temporary

Once installed, do not modify the type, size, or location of any control or practice without approval of the CO.

Upon completion of any ground disturbing activity, immediately stabilize the associated disturbed areas.

Employ temporary stabilization practices in incremental stages when necessary as construction proceeds.

and maintained until permanent protection is established.

All erosion and sediment practices are to be installed prior to any major soil disturbance, in their proper sequence,

areas outside the limits of work.

Preserve existing vegetation, trees, and shrubs when possible, and as directed by the CO.  Do not disturb or clear vegetated

Direct storm water to vegetated buffer areas and do not discharge directly into surface waters.

Do not allow any construction equipment to operate or access the down-slope side of the perimeter control measures.

site of placement.

washed away by high water or runoff.  Excess borrow material removed from the construction site shall be stabilized at the

Do not place excavated soil material adjacent to creeks, streams, or bodies of water in a manner that will cause it to be

No construction access will be permitted through a wetland or a waterway.

erosion and sediment control devices in accordance with state and county requirements; as well as, Subsection 107.10.

Construction of Roads and Bridges on Federal Highway Projects (FP-14) and the Special Contract Requirements.  Install all

of rivers, creeks, and streams.  Soil erosion control measures are also defined/outlined in the Standard Specifications for

The work consists of applying measures throughout the life of the project to control erosion and to minimize the sedimentation

The Erosion and Sediment Control Narrative is intended to act as a guideline for preventing erosion and controlling sediment.

40 CFR 112.  Report spills large enough to discharge surface waters to the National Response Center at 1-800-424-8802.

Develop and implement a Spill Prevention Control and Countermeasures (SPCC) Plan following the requirements under

The total area of soil disturbance for the project is approximately           acres.  The receiving water is 

Soil disturbing activities include: 

This project consists of 
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VEGETATIVE STABILIZATION

Item Rate (pounds per acre)

3100

700Fertilizer (10-20-20)

Agricultural Limestone (85 percent CaCO )

Name of Seed

Total =

In accordance with Subsection 625.07 apply seed at the following rates for each season as stated below:

Catalina Perennial Ryegrass

Impact Kentucky Bluegrass

Chewing Fescue

Redcoat Tall Fescue

Barlexas Tall Fescue

February 15 to November 15

Rates (pounds per acre)

Seeding Seasons and

Total =

Catalina Perennial Ryegrass

Impact Kentucky Bluegrass

Chewing Fescue

Redcoat Tall Fescue

Barlexas Tall Fescue

November 16 to February 14

250.0

25.0

25.0

62.5

62.5

75.0

300

30.0

30.0

75.0

75.0

90.0

Mulch Rate (pounds per acre)

In accordance with Subsection 625.08 apply mulch at the following rates:

Straw

Fiber Mulch

5000 (1 to 2 inch mat)

5000 (1 to 2 inch mat)

MAINTENANCE AND INSPECTION PROCEDURES

     

  

  

X.X

turf area mix only:

In accordance with Subsection 625.06, apply limestone and fertilizer at the following rates for the roadside

prepared with fertilizer, topsoil and mulch.

There will be        acres in need of stabilization as a result of this project.   Areas of turf establishment will be

Provide project specific seed mix and application rates.  Examples include;

Provide project mulch type and application rate.  Example includes;

inspection procedures.
Provide a list of all erosion and sediment control practices used on the project, and their maintenance and 

following a rain event.  Repair and replace any damaged measures by the end of the day. 

Inspect and maintain erosion control facilities daily during construction activities and immediately

according to Section 157, the details shown in the plans, and the individual permitting requirements.

Unless stated otherwise, construct and maintain all vegetated and structural erosion control practices
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