US DEPARTMENT OF TRANSPORTATION – FEDERAL HIGHWAY ADMINISTRATION

Construction Inspection Checklist
Section 551 Driven Piles

	Project Name:             
	Project No.:

	Date:
	Weather:

	Contractor:
	Subcontractor:

	Inspector:
	Location/Station:

	Description of work being inspected:


	Conformance
	CHECKS (characteristics)

	 Yes   No   N.A.
	

	
	Pile Driving Equipment

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	1. Was pile driving equipment furnished according to Subsection 551.03?  (551.03)


	
	Pile Lengths

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2Ai. Were piles with sufficient length to obtain the required penetration and to extend into the pile cap or footing as indicated on the plans furnished?  (551.04)


	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2Aii. Was the length increased to provide fresh heading and to provide for the contractor’s method of operation?  (551.04)

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2Aiii. If test piles were required, were piles in the lengths determined by the test piles furnished?  (551.04)

	
	Test Piles

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2B.If test piles are required, were they completed per the requirements of Subsection 551.05?  (551.05)


	
	Driven Pile Capacity

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2C. Were the pile capacities obtained per the requirements of Subsection 551.06?  (551.06)


	
	Preboring

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2D. If preboring is required, was it performed per Subsection 551.07?  (551.07)


	
	Preparation and Driving

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	2E.  Was the preparation work performed according to Section 208? (551.08)


	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	3.  Was preparation and driving performed according to Subsection 551.08? (551.08)


	
	Splices

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	4.  Was all splicing done according to Subsection 551.09? (551.09)


	
	Heaved Piles

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	5.  Was pile heave checked during the driving operation? (551.10)


	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	6.   Were level readings taken immediately after each pile was driven and again after piles within a radius of 15 feet were driven? (551.10)

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	7. Were piles that heave more than ¼ inch re-driven to the specified resistance or penetration?  (551.10)

	Conformance
	CHECKS (characteristics)

	 Yes   No   N.A.
	

	
	Pile Cutoff

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	8. Were the tops of all permanent piles and pile casings cut off at the required elevation?  

(551.12)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	9. Were piles cut off clean and straight parallel to the bottom face of the structural member in which they were embedded?  (551.12)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	10. Were the cutoff lengths disposed of according to Subsection 203.05(a)? (551.12)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	11. Were steel piles painted according to Subsection 551.12(a)? (551.12a)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	12. Were wood piles treated according to Subsection 551.12(b)? (551.12b)



	
	Unsatisfactory Piles

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	13. Were unsatisfactory piles corrected by an approved method? (551.13)



	
	Placing Concrete in Piles

	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	14. After driving, was the inside of the shells and pipes cleaned by removing all loose material? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	15. Was the shell or pipe kept substantially watertight? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	16. Was suitable equipment provided for inspecting the entire inside surface of the driven shell or pipe just before placing concrete? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 


	17. Was reinforcing steel installed according to Subsection 551.14(a)? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	18. Was concrete constructed according to Section 552? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	19. Was concrete placed in one continuous operation from the bottom to the top of the pile? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	20. Before the initial concrete set, was the top 10 feet of the concrete pile consolidated using approved vibratory equipment? (551.14)



	  FORMCHECKBOX 
      FORMCHECKBOX 
      FORMCHECKBOX 

	21. 



	Percent Conformance
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